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Versatile - for various heavy duty and heavy load bearing 
applications 

Chemical resistant

No shrinkage

Fast cure



ARDEX BG 90 EG
High Performance Heavy Duty Epoxy Grout

DESCRIPTION 
ARDEX BG 90 EG is a 100% solid, solvent-free 
chemical resistant grout. With high compressive 
strength and high fl owability.

APPLICATIONS
• Quay crane rail sole plate
• Heavy load bearing areas
• Machine base in corrosive environments

FEATURES & BENEFITS
• No shrinkage
• Excellent bonding on damp surface
• High compressive strength
• Excellent chemical resistance
• Fast drying & long pot life

SUBSTRATE PREPARATION
All surfaces must be clean and sound and free 
from all surface laitance, oil and grease.

FORMWORK
Grouting of base plate requires formwork. It can be 
made from plywood or steel or any other suitable 
material, depending on the stire requirements. 
The formwork must be tight and strong enough 
to withstand the pressure of the grout until cured. 
Before grouting, the inner surface of the formwork 
must be coated with grease or other realise agent 
for easy release of formwork.

MIXING
Mix ARDEX BG 90 EG in a mechanically powered 
grout mixer or by slow speed drill.
Pour Part B component into Part A component 
and mix until a homogenous mix is achieved. Pour 
the mixture into the mixing pail, add componten C 
and mix for 2-3 minutes until a lump=free mix is 
obtained.

APPLICATION
Place the mixed ARDEX BG 90 EG within 25 
minutes after mixing. Pour the mixed grout into 
the header box continously from only one side to 
ensure complete grouting without air traps.

CLEANING
Immediately after use with thinner, hardened 
material mechanically.

COVERAGE
Each 30kg set yields approx. 14 litres of fl owable 
grout.

TECHNICAL DATA
Pot Life: approx. 45 - 50 minutes
Setting times
Initial cure: approx. 4 -6 hrs
Final cure: approx. 7 days
Solids content: 100%
Mixed density: 1.90 - 2.00
Tensile Adhesion 
Strength:

>1.5 N/ mm2

Compressive 
Strength (7 days):

100 N/mm2

PACKAGING
ARDEX BG 90 EG is a 30kg set consisting of
Part A: 4.32 kg/pail
Part B: 1.68 kg/pail
Part C: 24kg/pail

STORAGE AND SHELF LIFE
This product must be stored in unopened packag-
ing, clear of the ground in cool dry conditions and 
be protected from excessive draught.

If stored correctly, as detailed above, the shelf life 
of this product is 12 months from the date shown 
on the packaging.

SAFETY PRECAUTIONS
Avoid contact with skin and eyes; in case of 
contact with the eyes, rinse immediately with 
plenty of water and seek medical advice; wear 
suitable gloves and keep the product out of 
the reach of children. MSDS is available upon 
request.



DISCLAIMER
The technical datasheets are based on the latest informa-
tion and given in good faith and represent the best of our 
knowledge and experience at the time of printing. They are 
primarily offered for user’s consideration and evaluation. It 
is the responsibility of the user to conduct their own tests 
to validate the suitability of the products. It is also the re-
sponsibility of the user to ensure that the products are used 
and handled correctly and in accordance with any applicable 
standards, the product instructions and recommendations 
and only for the uses they are intended. As we have no control 
over site conditions and the execution of the work, we accept 
no liability for any loss or damage which may rise as a result 
thereof. We also reserve the right to update the information 
at any time without prior notice to you to refl ect our ongoing 
research and development.
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