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Economical and labour saving

Practical detailing

Resistant to bacterial growth



ARDEX WPM 780 
Liquid–applied Moisture cured
Polyurethane Waterproof membrane

DESCRIPTION 

ARDEX WPM 780 is a single component, liquid 
applied moisture cured, coal tar free polyurethane 
waterproofing membrane for vertical and horizontal 
surfaces. ARDEX WPM 780 can be brush applied 
directly from the pail or is sprayable to form 
extremely elastic and tough waterproof membrane.

FEATURES / BENEFITS
- Economical and labour saving
- Practical detailing
- Resistant to bacterial growth

APPLICATION RANGE
- Tanking and waterproofing structures below        
  grade
- Remedial repairs to felts, concrete roof surfaces
- Planter boxes and retaining walls
- Between slabs
- Podium decks

LIMITATIONS

ARDEX WPM 780 coated surfaces must not be 
backfilled until the coating is totally dry and cured, 
as the coating will fail to cure all together. Do not 
allow cured ARDEX WPM 780 to be exposed as 
the product is not UV stable. Protection board 
is recommended to prevent physical damages of 
membrane and exposure to UV.

Do not apply ARDEX WPM 780 if the surface 
temperature is below 5oC or above 45oC. Do not 
apply if rain is imminent. Do not use solvent-based 
adhesive or sealers on top of membrane. Do not 
dilute ARDEX WPM 780 under any circumstances.

SUBSTRATE PREPARATION

The surface to be coated should be clean, sound 
and free from dust, loose particles, grease, 
honeycombs, protrusions, voids or any other 
contaminents.

Concrete surfaces should be free from laitance, 
if present, should be removed by scabbling, grit 
blasting or by any other mechanical means to 
produce a sound surface.

PRIMING

If there is moisture in concrete (above 75% RH), 
prime with epoxy primer ARDEX WPM 300 or 
with the PU primer ARDEX PU 30.

If there is no moisture within the substrate, a 
scratch coat of ARDEX WPM 780 should be 
applied prior to the application of WPM 780.

APPLICATION

Apply with brush or nap roller to obtain a continous, 
unbroken film. Two coats are recommended.

Alternatively, apply a scratch coat of ARDEX WPM 
780 and allow to be touch dry before applying the 
second coat.

At 23oC, 50% RH and with a wet film thickness 
(WFT) of 0.6 - 0.8 mm per coat, to achieve two 
coats at around 1 mm dry film thickness (DFT). It 
is important that ARDEX WPM 780 is protected 
from mechanical damage during subsequent work 
or backfilling. 

For undertile waterproofing: lay a protective 
unbonded/floating screed over ARDEX WPM 
780 and fix the tiles onto it using a suitable tile 
adhesive. When working in stages on large decks, 
applied ARDEX WPM 780 cannot be left exposed 
for more than one week.

Protect the surface with suitable canvas or boards. 
Thoroughly clean the surface and overlap the fresh 
applied membrane by 150m with ARDEX WPM 
780 when application work continues.

COVERAGE

The coverage depends on the method of application 
and the texture and porosity of the surface. It is 
approx. 1.5kg per sqm for 2 coats. Each coat 
requires 0.7 - 0.8kg per sqm.

DRYING TIME

Allow the first coat to be touch dry before 
applying the second coat. Subject to humidity and 
temperature, drying time may vary.

Membrane dry through time is approx. 24 hours 
(after two coats), after which it should be protected
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with ARDEX protection boards, protection screed 
or Geotextile Fabric coated drainage cell.

PACKAGING
25 kg

TECHNICAL PROPERTIES

CLEANING

Tools and equipment should be cleaned immediately 
with solvent. Remove cured material with mineral 
turpentine or white spirits.

STORAGE

Store in dry conditions (5oC - 35oC) away from the 
sunlight. Replace the lid tighly after use. ARDEX 
WPM 780 has a storage life of 12 months  when 
stored in the original unopened containers.

SAFETY PRECAUTIONS

ARDEX WPM 780 contains aromatic hydrocarbons 
and solvent. It may cause skin irritation to 

sensitive people after prolonged contact. The 
use of protective gloves during the application is 
required according to Material Safety Datasheet. 
Use only in well ventilated areas. Keep container 
tightly closed. In case of contact with eyes or skin, 
rinse with plenty of water. In event of irritation, 
seek medical advice according to Material Safety 
Datasheet.

DISCLAIMER

The technical datasheets are based on the latest 
information and given in good faith and represent the best 
of our knowledge and experience at the time of printing. 
They are primarily offered for user’s consideration and 
evaluation. It is the responsibility of the user to conduct 
their own tests to validate the suitability of the products. 
It is also the responsibility of the user to ensure that 
the products are used and handled correctly and in 
accordance with any applicable standards, the product 
instructions and recommendations and only for the 
uses they are intended. As we have no control over site 
conditions and the execution of the work, we accept 
no liability for any loss or damage which may rise as a 
result thereof. We also reserve the right to update the 
information at any time without prior notice to you to 
reflect our ongoing research and development program. 
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1.9 N/mm2

(+/- 0.2 N/mm2)

> 700 %

> 2 mm 

5oC - 45oC

Impermeable

≥1.0 MPa

approx. 7 hrs

approx. 12 hrs

approx. 24 hrs

Tensile strength (after 28 
days)

Elongation after 28 days:

Crack bridging:

Application temperature:

Water-tightness 0.3 MPa 
30min:

Bonding strength:

Recoat time
at 23oC, RH 50%:

Touch dry time
at 23oC, RH 50%:

Full dry time
at 23oC, RH 50%:


