
ARDEX WPM 240 
(SHELTERBIT PRIMER) 
PRIMER FOR BITUMINIOUS MEMBRANES

A solvent based bitumen modified primer to be used to 
seal and prepare the substrate prior to the installation  
of the Torch Applied Bitumen (Shelterbit) membranes. 

PRODUCT DESCRIPTION

Black liquid comprising a bitumen cut dissolved in  
mineral spirits.

PACKAGING 

5 litres and 20 litres.

SHELF LIFE 

12 months in the original unopened packaging stored  
at 23˚C.

COVERAGE 

Coverage of Ardex WPM 240 (Shelterbit) Primer is 
approximately 5m2 per litre. Coverage will vary  
depending on the porosity of the substrate surface.

DRYING TIME

Approx. 1-2 hours @ 23˚C. 

APPLICATION 

Surface preparation

Ensure that the surface to be primed is dry and free  
from dust, oil, paint, curing compounds and any other 
contaminating materials. 

Application: 

Stir contents well before use. Apply by brush,  
roller or airless spray. Primer must be dry before  
applying membrane.

CLEAN UP

Wash equipment with Ardex WPM 290 (Shelter WA) 
Solvent.

FLAMMABILITY

Ardex WA240 (Shelterbit) Pimer is classified flammable.  
It is essential to ensure the primer has fully dried before 
the Ardex Torch Applied Bitumen (Shelterbit) Membranes 
are installed.

FIRST AID 

Swallowed: Give water to clean mouth. Do not induce vomiting.  
Skin:  remove contaminated clothing. Wash skin thoroughly 
with soap and water.  
Eyes:  hold open and flood with water for at least 15 minutes.  
Inhalation: remove to fresh air. If breathing is difficult 
administer oxygen.

If irritation continues seek medical attention promptly.

LIMITATIONS

Primer should be used with appropriate mask and 
breathing apparatus in areas with poor ventilation/air flow.

ARDEX WPM 249 PRIMER 
(SHELTERSEAL PRIMER) 
PRIMER FOR SBS SELF-ADHESIVE MEMBRANES

A solvent based bitumen modified primer designed to seal 
and prepare the substrate prior to the installation of Ardex 
SBS (Shelterseal) Self Adhesive Membranes.

PRODUCT DESCRIPTION

Black liquid with strong solvent odour.

APPLICATION

Surface Preparation: Ensure that the surface to be primed 
is dry and free from dust, oil, paint, curing membranes, 
form release agents and all other contaminants.

Stir contents well before use.

Apply by brush or roller working the primer into the 
surface.

Primer must be dry before applying membrane.

COVERAGE

One (1) litre of Ardex WPM 249 (Shelterseal) Primer will 
cover approximately 5m2.

DRYING TIME

Approximately 20-30 minutes @ 23°C.

CLEAN-UP

Wash equipment with Ardex WPM 290 (WA) solvent.

PACKAGING

20 Litres.

SHELF LIFE 

12 Months in original unopened packaging stored at 23°C.

LIMITATIONS

Primer should be used with appropriate mask and 
breathing apparatus in areas of poor ventilation and/or  
air flow.

FIRST AID

Swallowed: Give water to clean mouth. Do not induce vomiting.  
Skin:  Remove contaminated clothing. Wash skin thoroughly 
with soap and water.  
Eyes:  Hold open and flood with water for at least 15 minutes.  
Inhalation: Remove patient to fresh air. If breathing is 
difficult administer oxygen. 

Seek medical attention promptly.
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DISCLAIMER

The technical datasheets are based on the latest information and given in good 
faith and represent the best of our knowledge and experience at the time of printing. 
They are primarily o�ered for user’s consideration and evaluation. It is the 
responsibility of the user to conduct their own tests to validate the suitability of the 
products. It is also the responsibility of the user to ensure that the products are used 
and handled correctly and in accordance with any applicable standards, the product 
instructions and recommendations and only for the uses they are intended. As we 
have no control over site conditions and the execution of the work, we accept no 
liability for any loss or damage which may rise as a result thereof. We also reserve the 
right to update the information at any time without prior notice to you to re�ect our 
ongoing research and development program.
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